
Town of Winslow 

Reroofing Bid Requirements (revised 04/29/2013): 

1) The sections to be re‐roofed (section 5 @ 2,200 sf +/‐ <> section 7 @ 26,000 sf +/‐ <> Section 6 

@ 10,200 sf +/‐) to be done with screw‐down roof.  The total square footage is 38,400 sf +/‐. 

 

2) This system is a fully adhered EPDM roof system using a .060 membrane. 

 

3) The roof insulation shall be a two‐layer system.  One layer to fill the voids below the high ribs 

and an additional layer of polyiso insulation.  The two‐layer system provides a level surface for 

the installation of the EPDM membrane.  This added insulation would provide an additional R‐17 

insulation system. 

 

4) The EPDM rubber comes in 25’ x 100’ rolls and is adhered to the roof insulation. 

 

5) The perimeters of the roof and roof penetrations are either flashed with membrane or 24 gauge 

preprinted galvalume with a kynar 500 finish. 

 

6) The marked penetrations in the existing roof will be eliminated and the remaining units and 

rooftop condenser will be properly flashed into the new roofing system. 

 

7) The gutters will be filled with insulation and covered with plywood with the exception of the 

existing down spouts, which will remain and used to drain the roof as it always has done.  The 

tapered insulation cricket system and short perimeter wall will be installed to assist in the 

drainage. 

 

8) Special roof drains are installed in the existing roof drains. 

 

9) The drainage flow is the same as the existing gutter with membrane. 

 

10) The insulation will be one (1) layer of 3” EPS and one (1) layer of 1.5” ISO. 


